














USER INFORMAT'ON Only specially trained personnel should mount tyres. Failure to comply with these tyre demounting/mounting safety
precautions can cause the bead to break and the assembly to burst with sufficient force to cause serious injury or death.

@ Stones, gravel and other foreign objects stuck in the tyre treads may
damage the tyre. Remove foreign objects from the treads.

@® Objects in the road such as potholes, glass, metal, rocks, wood debris,
kerbstones and the likes that could damage a tyre should be a safely
avoided.

® To preserve traffic safety and tyre life, YOKOHAMA recommends driving
safely and avoiding from hard acceleration, braking or cornering in
unnecessary situation.

® When you feel the vehicle unstable or feel unusual noise or vibration, stop
your vehicle in a safe place and inspect tyres. Even if no visible defects
are found, drive slowly and ask your tyre dealer to inspect such tyre as
soon as possible.

® Never use a tyre under the following conditions and replace such tyre
immediately:

If the tread has worn to the tread wear indicator.
If breaks in the fabric appear.
If cords or wires are exposed.
@ Always deflate tyre completely before removing lock or side rings.

Moisture in tyre can damage th

® Never use wheels of different manufacturers or different sizes.

@ Never mount tyres on wheels which are damaged or not smooth and clean.

® Always clean and inspect wheel. Lubricate beads [and rim flanges for
tubeless types], tube and rim side of flap with an approved rubber
lubricant.

® Always be sure that wheel components are properly seated before inflating.

@ Always use an extension hose with gauge and clip-on chuck.

® Never inflate beyond 1.5bar prior to placing tyre/wheel assembly in a
safety cage.

® Always use a safety cage or other restraining device when inflating the
tyre to seat the beads and/or inflating the tyre to normal operating inflation
pressure.

® Never stand, lean or reach over the assembly during inflation.

@ After beads are fully seated, adjust to vehicle manufacturer’s recom-
mended inflation pressure.

® Never mount, radials on the same axle with bias tyres. Follow vehicle
manufacturer’s recommendations.

® Tyres must be removed when remaining tread depth reaches regulated
minimum tread pattern in a country.



